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(57) ABSTRACT

A vehicle multistage transmission capable of realizing at least
forward ten shift stages and a reverse first shift stage may
include an input shaft and an output shaft, a first planetary
gear unit, a second planetary gear unit, a third planetary gear
unit, and a fourth planetary gear unit provided to transfer
rotational force between the input shaft and the output shaft,
each having three rotation elements, and at least six shift
elements connected to at least one of the three rotation ele-
ments of the first, second, third, and fourth planetary gear
units

(2013.01) 7 Claims, 2 Drawing Sheets
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1
VEHICLE MULTISTAGE TRANSMISSION

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims priority to Korean Patent Applica-
tion No. 10-2014-0166589, filed on Nov. 26, 2014, which is
incorporated herein by reference in its entirety.

BACKGROUND OF THE INVENTION

1. Field of the Invention

Exemplary embodiments of the present invention relate to
a vehicle multistage transmission, and particularly, to a tech-
nique capable of improving fuel efficiency of a vehicle by
realizing many shift stages with the small number of parts and
a simple configuration.

2. Description of Related Art

Inrecent years, world’s vehicle manufacturers have started
limitless competition for improvement in fuel efficiency due
to increase in oil price and are making an effort to reduce
weight and improve fuel efficiency through techniques such
as downsizing in an engine.

Meanwhile, the fuel efficiency may be ultimately
improved, for example, in such a manner that the engine is
driven at a more effective driving point through a multistage
method of a transmission mounted in a vehicle.

In addition, the multistage method of the transmission may
further improve silence of the vehicle by driving the engine in
a relatively low RPM range.

However, mounting, cost, weight, and transfer efficiency of
the transmission may be deteriorated since the number of
parts in the transmission is increased according to increase in
shift stages of the transmission. Therefore, it is necessary to
design a structure of the transmission capable of inducing
maximum efficiency with the small number of parts and a
relatively simple configuration in order to maximize
improvement in fuel efficiency through a multistage method
of the transmission.

The matters described as the related art have been provided
only for assisting the understanding for the background of the
present invention and should not be considered as corre-
sponding to the related art already known to those skilled in
the art.

SUMMARY OF THE INVENTION

An embodiment of the present invention is directed to a
vehicle multistage transmission capable of realizing at least
forward ten shift stages and a reverse first shift stage with the
small number of parts and a simple configuration, so as to
maximize improvement in fuel efficiency of a vehicle by
driving an engine at an optimal driving point and to improve
silence of the vehicle by more silently driving the engine.

Other objects and advantages of the present invention can
be understood by the following description, and become
apparent with reference to the embodiments of the present
invention. Also, it is obvious to those skilled in the art to
which the present invention pertains that the objects and
advantages of the present invention can be realized by the
means as claimed and combinations thereof.

In accordance with an embodiment of the present inven-
tion, a vehicle multistage transmission may include an input
shaft and an output shaft, a first planetary gear unit, a second
planetary gear unit, a third planetary gear unit, and a fourth
planetary gear unit provided to transfer rotational force
between the input shaft and the output shaft, each having three
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rotation elements, and at least six shift elements connected to
at least one of the three rotation elements of the first, second,
third, and fourth planetary gear units, wherein the first plan-
etary gear unit is configured such that a first rotation element
of the first planetary gear unit is selectively connected to a
second rotation element of the first planetary gear unit while
being continuously connected to a third rotation element of
the second planetary gear unit and a first rotation element of
the third planetary gear unit, the second rotation element of
the first planetary gear unit is fixedly installed by one of the
shift elements, and a third rotation element of the first plan-
etary gear unit is continuously connected to a second rotation
element of the second planetary gear unit and a third rotation
element of the fourth planetary gear unit, wherein a first
rotation element of the second planetary gear unit is selec-
tively connected to second and third rotation elements of the
third planetary gear unit, wherein the second rotation element
of the third planetary gear unit is continuously connected to
the input shaft, and the third rotation element of the third
planetary gear unit is selectively connected to a second rota-
tion element of the fourth planetary gear unit, and wherein a
first rotation element of the fourth planetary gear unit is
fixedly installed by another one of the shift elements, and the
second rotation element of the fourth planetary gear unit is
continuously connected to the output shaft.

The first, second, third and fourth planetary gear units are
sequentially arranged in an axial direction of the input and
output shafts.

The second rotation element of the first planetary gear unit
is fixedly installed to a transmission case by a third clutch of
the shift elements, wherein the first rotation element of the
fourth planetary gear unit is fixedly installed to the transmis-
sion case by a fourth clutch of the shift elements, and remain-
ing elements of the shift elements are configured to form
variable connection structures between rotation elements of
the first, second, third, and fourth planetary gear units.

A fifth clutch of the shift elements forms a variable con-
nection structure between the first and second rotation ele-
ments of the first planetary gear unit, wherein a first clutch of
the shift elements forms a variable connection structure
between the first rotation element of the second planetary
gear unit and the second rotation element of the third plan-
etary gear unit, wherein a sixth clutch of the shift elements
forms a variable connection structure between the first rota-
tion element of the second planetary gear unit and the third
rotation element of the third planetary gear unit, and wherein
a second clutch of the shift elements forms a variable connec-
tion structure between the third rotation element of the third
planetary gear unit and the second rotation element of the
fourth planetary gear unit.

In another aspect of the present invention, a vehicle multi-
stage transmission may include a first planetary gear unit, a
second planetary gear unit, a third planetary gear unit, and a
fourth planetary gear unit, each having three rotation ele-
ments respectively, six shift elements configured to selec-
tively provide frictional force between the first, second, third,
and fourth planetary gear units, and eight rotary shafts con-
nected to the three rotation elements of the first, second, third,
and fourth planetary gear units, wherein a first rotary shaft is
an input shaft directly connected to a second rotation element
of'the third planetary gear unit, wherein a second rotary shaft
is directly connected to a first rotation element of the first
planetary gear unit, a third rotation element of the second
planetary gear unit, and a first rotation element of the third
planetary gear unit, wherein a third rotary shaft is directly
connected to a second rotation element of the first planetary
gear unit, wherein a fourth rotary shaft is directly connected
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to a third rotation element of the first planetary gear unit, a
second rotation element of the second planetary gear unit, and
a third rotation element of the fourth planetary gear unit,
wherein a fifth rotary shaft is directly connected to a first
rotation element of the second planetary gear unit, wherein a
sixth rotary shaft is directly connected to a third rotation
element of the third planetary gear unit, wherein a seventh
rotary shaft is directly connected to a first rotation element of
the fourth planetary gear unit, wherein an eighth rotary shaft
is an output shaft directly connected to a second rotation
element of the fourth planetary gear unit, and wherein a first
clutch of the six shift elements is installed between the first
and fifth rotary shafts, a second clutch of the shift elements is
installed between the sixth and eighth rotary shafts, a third
clutch of the shift elements is installed between the third
rotary shaft and a transmission case, a fourth clutch of the
shift elements is installed between the seventh rotary shaft
and the transmission case, a fifth clutch of the shift elements
is installed between the second and third rotary shafts, and a
sixth clutch of the shift elements is installed between the fifth
and sixth rotary shafts.

The first to fourth planetary gear units are sequentially
arranged in an axial direction of the input and output shafts.

The first clutch is installed such that the first rotation ele-
ment of the second planetary gear unit and the second rotation
element of the third planetary gear unit are selectively con-
nected to each other, wherein the second clutch is installed
such that the third rotation element of the third planetary gear
unit and the second rotation element of the fourth planetary
gear unit are selectively connected to each other, wherein the
fifth clutch is installed such that the first and second rotation
elements of the first planetary gear unit are selectively con-
nected to each other, and wherein the sixth clutch is installed
such that the first rotation element of the second planetary
gear unit and the third rotation element of the third planetary
gear unit are selectively connected to each other.

The methods and apparatuses of the present invention have
other features and advantages which will be apparent from or
are set forth in more detail in the accompanying drawings,
which are incorporated herein, and the following Detailed
Description, which together serve to explain certain prin-
ciples of the present invention.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1is a diagram illustrating a configuration of a vehicle
multistage transmission according to an exemplary embodi-
ment of the present invention.

FIG. 2 is an operation mode table of the transmission in
FIG. 1

DESCRIPTION OF SPECIFIC EMBODIMENTS

Exemplary embodiments of the present invention will be
described below in more detail with reference to the accom-
panying drawings. The present invention may, however, be
embodied in different forms and should not be construed as
limited to the embodiments set forth herein. Rather, these
embodiments are provided so that this disclosure will be
thorough and complete, and will fully convey the scope of the
present invention to those skilled in the art. Throughout the
disclosure, like reference numerals refer to like parts through-
out the various figures and embodiments of the present inven-
tion.

Referring to FIGS. 1 and 2, a vehicle multistage transmis-
sion according to an exemplary embodiment of the present
invention includes an input shaft IN and an output shaft OUT,
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a first planetary gear unit PG1, a second planetary gear unit
P@G2, a third planetary gear unit PG3, and a fourth planetary
gear unit PG4 which are provided to transfer rotational force
between the input shaft IN and the output shaft OUT, each
having three rotation elements, and at least six shift elements
connected to the rotation elements of the planetary gear units.

The first planetary gear unit PG1 is configured such that a
first rotation element S1 of the first planetary gear unit PG1 is
selectively connected to a second rotation element C1 of the
first planetary gear unit PG1 while being continuously con-
nected to a third rotation element R2 of the second planetary
gear unit PG2 and a first rotation element S3 of the third
planetary gear unit PG3, the second rotation element C1 is
fixedly installed by one of the shift elements, and a third
rotation element R1 of the first planetary gear unit PG1 is
continuously connected to a second rotation element C2 of
the second planetary gear unit PG2 and a third rotation ele-
ment R4 of the fourth planetary gear unit PG4.

A firstrotation element S2 of the second planetary gear unit
PG2 is selectively connected to second and third rotation
elements C3 and R3 of the third planetary gear unit PG3. A
second rotation element C3 of the third planetary gear unit
P@G3 is continuously connected to the input shaft IN. A third
rotation element R3 of the third planetary gear unit PG3 is
selectively connected to a second rotation element C4 of the
fourth planetary gear unit PG4. A first rotation element S4 of
the fourth planetary gear unit PG4 is fixedly installed by
another one of the shift elements. A second rotation element
C4 of the fourth planetary gear unit PG4 is continuously
connected to the output shaft OUT.

The first to fourth planetary gear units PG1 to PG4 are
sequentially arranged in an axial direction of the input and
output shafts IN and OUT.

The second rotation element C1 of the first planetary gear
unit PG1 is fixedly installed to a transmission case CS by a
third clutch CL3 of the shift elements, and the first rotation
element S4 of the fourth planetary gear unit PG4 is fixedly
installed to the transmission case CS by a fourth clutch C1.4 of
the shift elements.

Accordingly, the third and fourth clutches CL.3 and CL4
function as brakes, respectively, and thus serve to restrict the
second rotation element C1 of the first planetary gear unit
PG1 and the first rotation element S4 of the fourth planetary
gear unit PG4 to the transmission case CS so as to suppress
rotation of the rotation elements C1 and S4.

The remaining elements of the shift elements are config-
ured so as to form variable connection structures between the
rotation elements of the planetary gear units.

That is, a fifth clutch CL5 of the shift elements forms a
variable connection structure between the first and second
rotation elements S1 and C1 of the first planetary gear unit
PG1. A first clutch CL1 of the shift elements forms a variable
connection structure between the first rotation element S2 of
the second planetary gear unit PG2 and the second rotation
element C3 of the third planetary gear unit PG3. A sixth
clutch CL6 of the shift elements forms a variable connection
structure between the first rotation element S2 of the second
planetary gear unit PG2 and the third rotation element R3 of
the third planetary gear unit PG3. A second clutch CL2 ofthe
shift elements forms a variable connection structure between
the third rotation element R3 of the third planetary gear unit
PG3 and the second rotation element C4 of the fourth plan-
etary gear unit PG4.

In the exemplary embodiment, the first, second, and third
rotation elements S1, C1, and R1 of the first planetary gear
unit PG1 refer to a first sun gear, a first carrier, and a first ring
gear, respectively. The first, second, and third rotation ele-
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ments S2, C2, and R2 of the second planetary gear unit PG2
refer to a second sun gear, a second carrier, and a second ring
gear, respectively. The first, second, and third rotation ele-
ments S3, C3, and R3 of the third planetary gear unit PG3
refer to a third sun gear, a third carrier, and a third ring gear,
respectively. The first, second, and third rotation elements S4,
C4, and R4 of the fourth planetary gear unit PG4 refer to a
fourth sun gear, a fourth carrier, and a fourth ring gear, respec-
tively.

The vehicle multistage transmission having the above-
mentioned configuration may also be represented as follows.

That is, the vehicle multistage transmission of the present
invention includes a first planetary gear unit PG1, a second
planetary gear unit PG2, a third planetary gear unit PG3, and
a fourth planetary gear unit PG4 which each have three rota-
tion elements, six shift elements configured to selectively
provide frictional force, and eight rotary shafts connected to
the rotation elements of the planetary gear units.

Here, a first rotary shaft RS1 refers to an input shaft IN
which s directly connected to a second rotation element C3 of
the third planetary gear unit PG3. A second rotary shaft RS2
is directly connected to a first rotation element S1 of the first
planetary gear unit PG1, a third rotation element R2 of the
second planetary gear unit PG2, and a first rotation element
S3 of the third planetary gear unit PG3. A third rotary shaft
RS3 is directly connected to a second rotation element C1 of
the first planetary gear unit PG1. A fourth rotary shaft RS4 is
directly connected to a third rotation element R1 of the first
planetary gear unit PG1, a second rotation element C2 of the
second planetary gear unit PG2, and a third rotation element
R4 of the fourth planetary gear unit PG4. A fifth rotary shaft
RSS5 is directly connected to a first rotation element S2 of the
second planetary gear unit PG2. A sixth rotary shaft RS6 is
directly connected to a third rotation element R3 of the third
planetary gear unit PG3. A seventh rotary shaft RS7 is directly
connected to a first rotation element S4 of the fourth planetary
gear unit PG4. An eighth rotary shaft RS8 refers to an output
shaft OUT which is directly connected to a second rotation
element C4 of the fourth planetary gear unit PG4.

In addition, a first clutch CL1 of the six shift elements is
installed between the first and fifth rotary shafts RS1 and RS5.
A second clutch CL2 of the six shift elements is installed
between the sixth and eighth rotary shafts RS6 and RS8. A
third clutch CL3 of the six shift elements is installed between
the third rotary shaft RS3 and a transmission case CS. A
fourth clutch CL4 of the six shift elements is installed
between the seventh rotary shaft RS7 and the transmission
case CS. A fifth clutch CL5 of the six shift elements is
installed between the second and third rotary shafts RS2 and
RS3. A sixth clutch CL#6 of the six shift elements is installed
between the fifth and sixth rotary shafts RS5 and RSé6.

The vehicle multistage transmission of the present inven-
tion having the above-mentioned four simple planetary gear
units and six shift elements realizes forward ten shift stages
and a reverse first shift stage according to an operation mode
table indicated in FIG. 2. Therefore, since the vehicle multi-
stage transmission realizes the ten multi-shift stages with the
small number of parts and the simple configuration, it may be
possible to improve fuel efficiency and silence of the vehicle
and to ultimately enhance productivity of the vehicle.

In accordance with the exemplary embodiments of the
present invention, a vehicle multistage transmission may real-
ize at least forward ten shift stages and a reverse first shift
stage with the small number of parts and a simple configura-
tion, so as to maximize improvement in fuel efficiency of a
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vehicle by driving an engine at an optimal driving point and to
improve silence of the vehicle by more silently driving the
engine.

For convenience in explanation and accurate definition in
the appended claims, the terms “upper”, “lower”, “inner” and
“outer” are used to describe features of the exemplary
embodiments with reference to the positions of such features
as displayed in the figures.

The foregoing descriptions of specific exemplary embodi-
ments of the present invention have been presented for pur-
poses of illustration and description. They are not intended to
be exhaustive or to limit the invention to the precise forms
disclosed, and obviously many modifications and variations
are possible in light of the above teachings. The exemplary
embodiments were chosen and described in order to explain
certain principles of the invention and their practical applica-
tion, to thereby enable others skilled in the art to make and
utilize various exemplary embodiments of the present inven-
tion, as well as various alternatives and modifications thereof.
It is intended that the scope of the invention be defined by the
Claims appended hereto and their equivalents.

What is claimed is:

1. A vehicle multistage transmission comprising:

an input shaft and an output shaft;

a first planetary gear unit, a second planetary gear unit, a
third planetary gear unit, and a fourth planetary gear unit
provided to transfer rotational force between the input
shaft and the output shaft, each having three rotation
elements; and

at least six shift elements connected to at least one of the
three rotation elements of the first, second, third, and
fourth planetary gear units,

wherein the first planetary gear unit is configured such that
a first rotation element of the first planetary gear unit is
selectively connected to a second rotation element ofthe
first planetary gear unit while being continuously con-
nected to a third rotation element of the second planetary
gear unit and a first rotation element of the third plan-
etary gear unit, the second rotation element of the first
planetary gear unit is fixedly installed by one of the shift
elements, and a third rotation element of the first plan-
etary gear unit is continuously connected to a second
rotation element of the second planetary gear unit and a
third rotation element of the fourth planetary gear unit,

wherein a first rotation element of the second planetary
gear unit is selectively connected to second and third
rotation elements of the third planetary gear unit,

wherein the second rotation element of the third planetary
gear unit is continuously connected to the input shaft,
and the third rotation element of the third planetary gear
unitis selectively connected to a second rotation element
of the fourth planetary gear unit, and

wherein a first rotation element of the fourth planetary gear
unit is fixedly installed by another one of the shift ele-
ments, and the second rotation element of the fourth
planetary gear unit is continuously connected to the
output shaft.

2. The vehicle multistage transmission of claim 1, wherein
the first, second, third and fourth planetary gear units are
sequentially arranged in an axial direction of the input and
output shafts.

3. The vehicle multistage transmission of claim 2,

wherein the second rotation element of the first planetary
gear unit is fixedly installed to a transmission case by a
third clutch of the shift elements;
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wherein the first rotation element of the fourth planetary
gear unit is fixedly installed to the transmission case by
a fourth clutch of the shift elements; and

remaining elements of the shift elements are configured to
form variable connection structures between rotation
elements of the first, second, third, and fourth planetary
gear units.

4. The vehicle multistage transmission of claim 3,

wherein a fifth clutch of the shift elements forms a variable
connection structure between the first and second rota-
tion elements of the first planetary gear unit;

wherein a first clutch of the shift elements forms a variable
connection structure between the first rotation element
of'the second planetary gear unit and the second rotation
element of the third planetary gear unit;

wherein a sixth clutch of the shift elements forms a variable
connection structure between the first rotation element
of the second planetary gear unit and the third rotation
element of the third planetary gear unit; and

wherein a second clutch of the shift elements forms a
variable connection structure between the third rotation
element of the third planetary gear unit and the second
rotation element of the fourth planetary gear unit.

5. A vehicle multistage transmission comprising:

a first planetary gear unit, a second planetary gear unit, a
third planetary gear unit, and a fourth planetary gear
unit, each having three rotation elements respectively;

six shift elements configured to selectively provide fric-
tional force between the first, second, third, and fourth
planetary gear units; and

eight rotary shafts connected to the three rotation elements
of'the first, second, third, and fourth planetary gear units,

wherein a first rotary shaft is an input shaft directly con-
nected to a second rotation element of the third planetary
gear unit;

wherein a second rotary shaft is directly connected to a first
rotation element of the first planetary gear unit, a third
rotation element of the second planetary gear unit, and a
first rotation element of the third planetary gear unit;

wherein a third rotary shaft is directly connected to a sec-
ond rotation element of the first planetary gear unit;

wherein a fourth rotary shaft is directly connected to a third
rotation element of the first planetary gear unit, a second
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rotation element of the second planetary gear unit, and a
third rotation element of the fourth planetary gear unit;
wherein a fifth rotary shaft is directly connected to a first
rotation element of the second planetary gear unit;
wherein a sixth rotary shaft is directly connected to a third
rotation element of the third planetary gear unit;
wherein a seventh rotary shaft is directly connected to a
first rotation element of the fourth planetary gear unit;

wherein an eighth rotary shaft is an output shaft directly
connected to a second rotation element of the fourth
planetary gear unit; and

wherein a first clutch of the six shift elements is installed

between the first and fifth rotary shafts, a second clutch
of the shift elements is installed between the sixth and
eighth rotary shafts, a third clutch of the shift elements is
installed between the third rotary shaft and a transmis-
sion case, a fourth clutch ofthe shift elements is installed
between the seventh rotary shaft and the transmission
case, a fifth clutch of the shift elements is installed
between the second and third rotary shafts, and a sixth
clutch of the shift elements is installed between the fifth
and sixth rotary shafts.

6. The vehicle multistage transmission of claim 5, wherein
the first to fourth planetary gear units are sequentially
arranged in an axial direction of the input and output shafts.

7. The vehicle multistage transmission of claim 5,

wherein the first clutch is installed such that the first rota-

tion element of the second planetary gear unit and the
second rotation element of the third planetary gear unit
are selectively connected to each other;

wherein the second clutch is installed such that the third

rotation element of the third planetary gear unit and the
second rotation element of the fourth planetary gear unit
are selectively connected to each other;

wherein the fifth clutch is installed such that the first and

second rotation elements of the first planetary gear unit
are selectively connected to each other; and

wherein the sixth clutch is installed such that the first

rotation element of the second planetary gear unit and
the third rotation element of the third planetary gear unit
are selectively connected to each other.
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